
IMPORTANT SAFEGUARDS
When using electrical equipment, basic safety precautions should always be followed 
including the following:
READ AND FOLLOW ALL SAFETY INSTRUCTIONS
1. To reduce the risk of electrical shock, turn off power supply before installation or 

servicing.
2. This luminaire must be installed in accordance with the NEC or your local electrical 

code. If you are not familiar with these codes and requirements, consult a qualified 
electrician. 

3. If NEMA photo control is installed refer to NEMA Receptacle section for instructions.
4. Verify the availability of necessary tools and incidental material.

TO INSTALL:

▪Make wiring connections to the light fixture.
▪Connect ground wire to green wire,white 
▪wire to neutral (white) wire, and black wire 
to black wire. 
▪Secure pole to light fixture using bracket 
and bolts provided.

Pole Mounting(1)
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ALL GREEN LIGHTING, INC.
12251 Industry Street
Garden Grove, CA 92841

                                                                               LED Barn light
                                                                           120/240/277 Vac

                                                            DOB-FCWP Series

Specifications
TYPE 1
W1:               7"(17.8cm)
D1:                10-1/2" (26.8cm)
H1:                5-5/8"(14.3cm)
Weight :        2.6 lbs(1.18 kgs) (max)
TYPE 2
W2:               11"(28.0cm)
D2:                12-1/2" (31.9cm)
H2:                5"(12.7cm)
Weight :        2.7 lbs(1.22 kgs) (max)
                   

W1

W2 D2

D1

H1

H2

W

O
H

Backplate
W:     2-3/4"(7cm)
H:      2-1/4" (5.6cm)
O:      1-3/4"(4.5cm)
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▪Place the fixture onto the desired mounting 
surface and mark the three hole locations 
for ease of mounting.Remove the fixture 
and drill the three marked locations.
▪Mount the fixture using the hex head lag 
bolts provided. 
▪Tighten these bolts securely to 25 in-lbs 
before proceeding.Remove access 
cover to make wiring connections.
▪Ensure that flexible conduit runs all the way 
into the access plate so that no wires are 
exposed.
▪Connect ground wire to green wire,white 
wire to neutral (white) wire, and black 
wire to black wire. After all conections have 
been made, replace access cover.
NOTE: This fixture is intended to be conduit 
connected to aproperly installed and properly 
ground weatherproof junction box(not 
provided). All conduit connectors, conduit 
and junction boxes(not provided) should be 
UL listed for wet locations.

Direct Wall Mounting(2)
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INSTALLATION INSTRUCTIONS

Bolts(2)

Plate

TESTING THE LIGHT

1. To check operation during the daylight hours, 
cover the photocontrol window with black electrical tape. 
(Never use Aluminum foil to cover photocontrol or any 
other material that conducts electricity.)
2. Turn on the electric power & the fixture should light 
within 2 min.
3. Remove the tape from the photocontrol and the fixture 
will operate automatically-on at dusk, off at dawn.
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